
A decorative concrete dye and seal application that 
provides for a variety of unique finishes. As a popular 
alternative to polished or acid-stained concrete, this 
system offers a similar look with added durability and
chemical resistance.

SPARTA-STAIN™

• Retail showrooms

• Grocery Stores

• Restaurants

• Lobbies

• Walk-ways & Concourses

• Schools

• Stadiums
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SPARTA-STAIN™

System 
Variat ions

Overall 
Thickness Applications

Sparta-Stain™ 8 mils DFT
Decorative concrete requiring 
above average chemical and 

abrasion resistance.

Sparta-Stain PURE™ 12 mils DFT
Green-friendly decorative 
concrete dye and seal with 
minimal odor and 0-VOCs

Raw Sienna        Turquoise           Chocolate           Citrus                 Mahogany             

Green                Sepia                  Black                  Walnut                Terra Cotta

Pumpkin            Sapphire            Dark Alder          Gold                    Caramel

System Features & Benefits:   

• High Gloss, Satin or Matte Finish

• Available modeled or 
  variegated finish

• Stain resistant

• Superior durability over acrylic or 
  epoxy based concrete sealers

• Optimal substrate adhesion

• Available in a standard as well 
  as minimal odor/VOC-Free version

Cured System Properties Sparta-Stain™

Coefficient of Friction 
(ASTM C-1028)

dry: 0.98
wet: 0.83

Hardness (ASTM D 2240): 94

Abrasion Resistance 
(ASTM D-4060 mg loss): 22-28

Tensile Strength 
(ASTM D-638,D-2370 psi) 4500-5000

Substrate Adhesion 
(ASTM D-4541, psi) 400-500+, concrete fracture

Flammability: (ASTM D-635) self extinguishing

For Additional Information call: 866-966-1DAY(1329) Or email: contact@hpspartacote.com
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